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GENERAL NOTES

FOR ADDITIONAL REQUIREMENTS, SEE SPECIFICATIONS. CONTRACT DOCUMENTS (DRAWINGS AND
SPECIFICATION) SHALL BE USED AND COORDINATED BY THE CONTRACTOR IN CONJUNCTION WITH
THE SHOP DRAWINGS AND OTHER SUBMITTALS, AND THE SUBSURFACE/ GEOTECHNICAL DATA.

CONTRACTOR SHALL VERIFY EXISTING FIELD CONDITIONS PRIOR TO COMMENCING WORK. NOTIFY
ENGINEER OF ANY DISCREPANCIES BETWEEN EXISTING CONDITION AND CONTRACT DOCUMENTS.

THE CONTRACTOR PRIOR TO SUBMITTING THE SHOP DRAWINGS FOR THE ENGINEER'S REVIEW,
SHALL PERFORM A CHECK OF THE DRAWINGS AND STAMP THE SHOP DRAWING "REVIEWED”. NO
FABRICATION OR DELIVERY OF MATERIAL NOT REQUIRING FABRICATION WILL BE ALLOWED UNLESS
SPECIFIC AUTHORIZATION HAS BEEN RECEIVED BY CRRA. SHOP DRAWINGS SUBMITTED TO THE
ENGINEER WITHOUT FIRST BEING STAMPED "REVIEWED” BY THE GENERAL CONTRACTOR SHALL BE
RETURNED WITHOUT BEING REVIEWED BY THE ENGINEER. REVIEW OF SHOP DRAWINGS BY THE
ENGINEER SHALL NOT RELIEVE THE CONTRACTOR FROM CONFORMING TO THE REQUIREMENTS OF
THE CONTRACT DOCUMENTS.

CONTRACTOR SHALL STRICTLY ADHERE TO ALL APPLICABLE SAFETY REGULATIONS INCLUDING BUT
NOT LIMITED TO OSHA REQUIREMENTS, WHILE PERFORMING WORK. CONTRACTOR IS RESPONSIBLE
FOR METHOD OF CONSTRUCTION. PROVIDE SHORING, TEMPORARY TIES, TEMPORARY SUPPORTS AND
BRACING WHERE NECESSARY UNTIL WORK IS COMPLETE. MAKE FINAL FIT TIGHT TO ENSURE
PROPER LOAD TRANSFER.

CONSTRUCTION ACTIVITIES WILL TAKE PLACE WHILE THE FACILITY REMAINS IN OPERATION.
CONSTRUCTION PHASING SHALL BE COORDINATED WITH OWNER (CRRA) AND OPERATOR (MDC) AS
SHOWN AND SPECIFIED. CONSTRUCTION PHASING SHALL NOT BE MODIFIED WITHOUT OWNER'S
(CRRA) PRIOR WRITTEN APPROVAL.

PROVIDE TEMPORARY CONSTRUCTION BARRIERS AROUND PERIMETER OF WORK CONSTRUCTION AS
SHOWN AND SPECIFIED.

UNDERGROUND UTILITY, STRUCTURE AND FACILITY LOCATIONS DEPICTED ON THE CONTRACT
DRAWINGS HAVE BEEN COMPILED, IN PART, FROM RECORD MAPPING AND OTHER DATA
SUPPLIED BY RESPECTIVE UTILITY COMPANIES, AND/OR OTHER SOURCES. THESE LOCATIONS
MUST BE CONSIDERED APPROXIMATE IN NATURE. ADDITIONALLY, OTHER UTILITY AND
UNDERGROUND FEATURES, WHICH ARE UNKNOWN TO URS CORPORATION AES, MAY EXIST ON
THE SITE. THE PRESENCE, SIZE AND LOCATION OF ALL UNDERGROUND FEATURES MUST BE
DETERMINED AND VERIFIED IN THE FIELD BY THE APPROPRIATE AUTHORITIES PRIOR TO
CONSTRUCTION.  THE CONTRACTOR SHALL REQUEST MARK OUT OF UTILITY LOCATION FROM
CALL BEFORE YOU DIG (1-800-922-4455) AT LEAST 48 HOURS PRIOR TO ANY EXCAVATION
OPERATION.

ALL ACCESS DRIVES, DRAINAGE SYSTEMS, AND VEGETATION DISTURBED BY THE
CONSTRUCTION IN OR OUTSIDE THE PROJECT LIMIT LINE SHALL BE RETURNED TO THEIR
ORIGINAL CONDITION OR BETTER AND SHALL BE GRADED TO MEET PROPOSED CONSTRUCTION
AS DIRECTED BY THE OWNER’'S REPRESENTATIVE AT NO ADDITIONAL COST TO THE OWNER.

ANY PIPE LENGTHS SHOWN ARE MEASURED FROM CENTER TO CENTER OF STRUCTURES.

THE CONTRACTOR SHALL PROCURE ALL THE NECESSARY PERMITS AND LICENSES, AT THE
TIME REQUIRED, PAY ALL CHARGES AND FEES, AND GIVE NOTICES NECESSARY AND DUE IN
CONNECTION WITH THE LAWFUL EXECUTION OF THE WORK AT NO ADDITIONAL COST TO THE
OWNER.

EXCAVATION OF ANY TYPE SHALL BE ACCOMPLISHED IN SUCH A MANNER THAT
UNDERGROUND UTILITIES OR STRUCTURES ARE NOT DAMAGED. IT SHALL BE THE
CONTRACTOR’S SOLE RESPONSIBILITY FOR ANY DAMAGE INCURRED DURING EXCAVATION
OPERATIONS. ALL EXCAVATION SHALL BE IN CONFORMANCE WITH THE LATEST OSHA
REQUIREMENTS.

THE CONTRACTOR SHALL SUFFICIENTLY COVER ALL DISTURBED AREAS AT THE END OF

EACH WORK DAY TO AVOID ANY RISK OF INJURY TO PEDESTRIAN OR VEHICULAR TRAFFIC.
THE CONTRACTOR SHALL INSTALL TEMPORARY SUPPORT SYSTEMS OVER TRENCH
EXCAVATIONS THAT ARE TAMPER RESISTANT AND SAFE FOR VEHICULAR AND PEDESTRIAN
TRAFFIC. THE CONTRACTOR SHALL INSTALL BARRICADES TO PROTECT AGAINST PEDESTRIAN
ACCESS. THE CONTRACTOR SHALL OBTAIN APPROVAL OF THE TEMPORARY SAFETY
MEASURES BY THE OWNER’'S REPRESENTATIVE. ALL MAINTENANCE AND PROTECTION OF BOTH
PEDESTRIAN AND VEHICULAR TRAFFIC ARE INCLUDED IN THE LUMP SUM BID PRICE FOR THIS
PROJECT.

THE STANDARD SPECIFICATIONS (FOR SITE WORK) SHALL MEAN THE STATE OF CONNECTICUT,
DEPARTMENT OF TRANSPORTATION, STANDARD SPECIFICATIONS FOR ROADS, BRIDGES, AND
INCIDENTAL CONSTRUCTION, FORM 816 2004, INCLUDING ALL SUPPLEMENTS THERETO.

CONNECTICUT DEPARTMENT OF TRANSPORTATION (CTDOT) STANDARD SPECIFICATIONS FOR
ROADS, BRIDGES, AND INCIDENTAL CONSTRUCTION, FORM 816 IS AVAILABLE FOR VIEWING ON

THE CTDOT WEBSITE WWW.CT.GOV/DOT/SITE UNDER THE "PUBLICATIONS” TAB.

ALL DISTURBED AREAS, NOT PROVIDED WITH SPECIFIC SURFACE IMPROVEMENTS (PAVEMENT

MILLINGS, RIP RAP SWALE, ETC.) SHALL HAVE TOPSOIL AND TURF ESTABLISHED IN
ACCORDANCE WITH THE PROJECT SPECIFICATIONS.

LOCATION AND ELEVATION OF ALL UNDERGROUND UTILITIES INSTALLED OR FOUND DURING
CONSTRUCTION SHALL BE INDICATED BY THE CONTRACTOR ON RECORD DRAWINGS, MEASURED
FROM PERMANENT SURFACE FEATURES.

WHEN EXCAVATING CLOSE TO TREES TO REMAIN, USE ONLY HAND TOOLS. CARE SHALL BE

TAKEN TO ENSURE THAT TREE ROOTS ARE NOT DAMAGED IN ANY WAY. THE OWNER'S
REPRESENTATIVE SHALL BE NOTIFIED IMMEDIATELY WHENEVER TREE ROOTS ARE
ENCOUNTERED. FURTHER EXCAVATING AT THAT LOCATION SHALL BE AS DIRECTED BY THE
OWNER'S REPRESENTATIVE.

THE CONTRACTOR SHALL PERFORM ALL OPERATIONS OF DEMOLITION AND REMOVAL AS MAY
BE REQUIRED FOR HIS WORK.

THE CONTRACTOR SHALL COMPLETE ALL WORK SO THAT ANY MATERIALS WHICH ARE TO
REMAIN IN PLACE OR WHICH ARE TO REMAIN THE PROPERTY OF THE OWNER, WILL NOT BE
DAMAGED. IF THE CONTRACTOR DAMAGES ANY MATERIALS WHICH ARE TO REMAIN, OR WHICH
ARE TO REMAIN THE PROPERTY OF THE OWNER, THE DAMAGED MATERIALS SHALL BE

REPLACED TO THE SATISFACTION OF THE OWNER'S REPRESENTATIVE AT THE EXPENSE OF THE
CONTRACTOR.

THE OWNER’S REPRESENTATIVE SHALL APPROVE THE LOCATION(S) OF ALL STORED MATERIALS
ON SITE.

AFTER THE CONSTRUCTION HAS BEEN COMPLETED. THE CONTRACTOR SHALL REMOVE ALL
EXCESS MATERIAL, DEBRIS, ETC. AND RESTORE OR REPAIR ANY DAMAGE TO LANDSCAPING

AS DIRECTED BY THE OWNER'S REPRESENTATIVE.

PROTECT EXISTING TREES OR SHRUBS TO REMAIN NEAR CONSTRUCTION OPERATIONS BY
BOXING OR FENCING IN ACCORDANCE WITH THE CTDEP "CONNECTICUT GUIDELINES FOR SOIL
EROSION AND SEDIMENT CONTROL” REVISED 2002.

SOIL EROSION AND SEDIMENT CONTROL MEASURES SHALL CONFORM TO THE CTDEP
"CONNECTICUT GUIDELINES FOR SOIL EROSION AND SEDIMENT CONTROL” REVISED 2002.

THE PROJECT LIMIT LINE FOR THIS PROJECT IS AS SHOWN ON THE CONTRACT DRAWINGS
UNLESS OTHERWISE DIRECTED BY THE OWNER’S REPRESENTATIVE.

EXISTING PROPERTY LINES, STREET LINES AND RIGHT—OF—WAY LINES WHERE SHOWN ARE
APPROXIMATE AND INTENDED FOR GENERAL INFORMATION ONLY.

ALL PROPOSED WORK MAY BE VARIED IN THE FIELD BY THE OWNER'S REPRESENTATIVE TO
MEET EXISTING CONDITIONS.
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ZONING TABLE
ZONE: |—40 INDUSTRIAL DISTRICT
ITEM UNITS REQUIRED PROVIDED
BUILDING HEIGHT (FT) 30 XX
FRONT YARD (FT) 50 XX
SIDE YARD (FT) 25 XX
REAR YARD (FT) 50 XX
FRONTAGE (FT) 150 XX
MAXIMUM COVERAGE (%) 35 XX
# OF PARKING SPACES 5 XX
MINIMUM LOT AREA (SQ. FT.) 40,000 XX
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REVISIONS

NUMBER| DATE | REMARKS

MID-CONNECTICUT
PROJECT
POWER BLOCK FACILITY
ASH LOADOUT BUILDING
& SITE MODIFICATIONS

RESERVE ROAD
HARTFORD, CT.

PROJECT NO: 3693/663

DRAWN BY: DS

CHECKED BY: JS

DATE:  05/14/08

CADD FILE: AS NOTED

LEGEND, NOTES,
STANDARD ABBREV.,
KEY MAP &
MISC. TABLES

C-1




	C-01
	Layout1


